URC FE2A-F1>24 RA>NMvT TiN Coated Spiral Pointed Tap (Metric)

DEIERS : 5 (Chamfer Length 5p)
@#%8 : HSSE (Material)
QXRBEWIE : FHYI—F « V% (Surface: TiN)

[Type D]
. lo d

TIND—=F 1 YODOMRICKD. MEHEME. RKESHCEN. E-PREM. RFYUM. PILIEHERONIICBLET. TN coating has a good welding resistance and

good wear resistance. It is suitable for carbon steels, stainless steels and aluminium forgini.

#F17 M POT TiN Table 17
*F 8%, (Number of flutes) / HL : HL¥&E. (Hayasaka original thread limit) (Unit: mm)
SIZE CODE L In d K KI Type F HL
Dia Pitch
M2 x 0.4 25893 40 15 30 25 5 A 2 1
M2.3 x 0.4 32134 42 15 30 25 5 A 2 1
M2.5 X 0.45 25894 44 16 30 25 5 A 2 2
M2.6 x 0.45 25895 44 16 30 25 5 A 2 2
M3 x 0.5 06136 46 11 19 40 32 6 B 3 2
M4 x 0.7 06137 52 13 21 50 40 7 B 3 2
M5 x 0.8 06138 60 16 24 55 45 7 B 3 2
M6 x 1 06139 62 19 29 60 45 7 B 3 2
M8 x 1.25 06140 70 22 37 62 50 8 D 3 3
M10 x 1.5 06141 75 24 41 70 55 8 D 3 3
M12 x 1.75 06142 82 29 48 85 65 9 D 3 4
M14 x 2 06143 88 30 48 105 80 11 D 3 4
M16 x 2 06144 95 32 52 125 100 13 D 3 4
M18 x 2.5 06145 100 37 55 140 110 14 D 3 4
M20 x 2.5 06146 105 37 58 150 120 15 D 3 4
M22 x 2.5 06147 115 38 63 170 130 16 D 3 4
M24 x 3 06148 120 45 66 190 150 18 D 4 4
M27 x 3 04828 130 45 71 200 150 18 D 4 4
M30 x 3.5 04829 135 48 74 230 170 20 D 4 5
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